


The new CF-30 Toughbook with integrated GPS, daylight readable display and touch screen is 
an integral part of our Pro Imaging Package. Rugged design and ease of use, make this notebook the 
best yet for heavy outdoor use and abuse. A powerful integrated GPS system with a fast 64 bit Intel 
Core 2 Duo L7500 / 1.6 GHz with 800MHz front side bus and 4MB l2 cache provide excellent 
performance. I GB of RAM provide the power to process graphics, applications and GPS without any 
performance shortfall. A 7 hour lithium ion battery and backup battery provide more than a day's 
worth of power to cover more area faster. Windows 7 & Windows Vista Compatible.

Accurate Locators Inc. is introducing the all new 
Four Sensor Dominator Professional Geophysical 
Imaging System. The Dominator Pro utilizes the newest  
most sensitive hardware and sensors to date, getting up to 
16 time more sensitive readings than our standard imaging 
systems, showing greater detail and resolution on even the 
hardest to detect anomalies. Improved depth finding 
capability along with an upgraded software interface 
makes the Dominator package faster, more energy 
efficient and lighter than the standard USA Imaging 

The Dominator Pro has a special export function for Google maps. Inside the Dominator Pro software scans can be 
exported to Google maps as a ground overlay (KML). It converts the scan either to an image with GPS references or remaps 
the entire scan point by point into Google Earth. 
Mapping the target area or an entire site or claim 
has never been easier. As fast as you can select 
it from the menu, the Google Earth file (KML) is 
saved into a special directory that can be double 
clicked or imported from there for use later. 
Archaeologists, as well as treasure hunters could 
find this very useful as it can show a multitude of 
underground areas simultaneously and then 
show where these areas are in Google Earth for 
later excavation and discovery.

An improved interface allows for multiple target analysis and color options beyond just augmenting relatively weak or 
strong targets. This allows you to set the colors to what you need and allows you to see targets with the most resolution 
to distinguish a weak target from mineralization with ease.

The Dominator Pro can detect PVC pipe alongside ferrous pipe with greatly improved 
detail. A metal water pipe is denoted by the yellow-orange line and the dark blue furrows to 
the right and left of that pipe are PVC pipes in a leach field. The Dominator has integrated 
GPS so that surveys can be easily mapped and cataloged. The GPS Coordinates can be 
displayed in a data window, but are also logged in the scan file, where they can be retrieved 
and reviewed later.

Also included in the Pro 
package:  3D Geovision 
single sensor imaging 
system that was not 
previously available, 

contributing to this unit 
being the most advanced 
complete system on the 

market today. Call today for 
more details.
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With Accurate Locators Inc. software you can choose how 
you look at a scan, (utilizing 3D filters) choosing what angle and 
mode to better understand and see what a target is and where 
it is located.

 

The Pinpointer works with the USA Discovery, Imager, 
Runabout and Double Magnum. Equipped with a 
collapsible handle and case, this addition is capable of 
greater depths to assist in detection of large and small 
targets as well as voids, it also assists in depth 
calculations. 

Copyright  C  2009   Accurate Locators Inc.

"GeoSurveyor" SoftwareTM 
Windows 7, Windows XP & Windows Vista Compatible
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Buried PVC Pipe Shown In Green

Side View

Mining Tunnel Located At 200 Feet

Mineralized Ore Body

Side View

Underground pipes shown in two different modes for  
accuratly locating and approximate depth mapping.

Data Coordinates:12:17
X Rotation:                 45
Y Rotation:                 0
Z Rotation:                 45
Depth of Point:         1.916119  Meters
Data Value: 256

Cancel Apply OK

Locational Data

PINPOINTER

 The Ground Imaging Systems are a state of the art Multi-Sensor array that are capable of extraordinary sampling rates, 
producing detailed and efficient results. The Ground Imaging Systems are well suited for both the professional treasure hunter 
as well as the utility locator. The USA models have advanced software which makes operating the units simple.
 The software renders a 3-D image and has user-adjustable and definable factory presets to enable quick analysis and target 
identification. One of the most distinguishing features of the Runabout, Discovery, and the Imager are it's "Real-Time" Live 
Mode. The Live Mode enables the user to scan in any direction to locate subsurface anomalies. Another uniqueness is the 
speed that they are capable of sampling; you can run if you like with astonishing results and full screen viewing.

Each Underground Surveyor Apparatus is personally customized because you build the system to fit your unique detecting 
needs. We offer four basic models to choose from, each in a complete package: the Double Magnum, the Runabout, the 
Discovery and the Imager. For even more coverage per scan you can choose from a variety of antennas specifically designed 
for each USA model. For more information:

Clicking cross hairs over scan indicates distance from scan beginning 
and depth of target under the intersection of cross hairs (shown in red).

3D Wire Frame View

Finding Treasure Boxes like the one indicated here is 
easily mapped for size and depth to assist in planning 
the mining method and making costs easier to calculate. 

Buried PVC Pipe Shown In Green

3D View

More comfort longer 
scans with our New 

T Handle With Compass



Examples of the detail and applications for scans done 
with the new 3D Geovision is shown above. Noting it is also 
up to 16 times more sensitive than our standard USA 
Imaging systems to utilize that detail.

Rebar buried in concrete 
detected shown in red.

Treasure Chest at 6 feet shown in red 
(Benchmark target)

Also included in the Dominator 
Pro Package is the 3D Geovision 
single sensor imaging system not 
previously available, this unit 
allows you to switch from the USA 

PinPointer Software to 3D imaging with just a few clicks of 
the mouse. The Geovision is a single sensor program that 
uses the PinPointer antenna to do 3D imaging with greatly 
increased sensitivity. A strong attribute of this unit is the 
ability of saving the images for review.

Great for Pinpointing tunnels, 
metals, voids, gold veins, lost 
treasures, utilities and other 
underground anomalies to 
165 ft deep. 

Double 
Magnum Runabout Discovery Imager XL16

Live Mode
Control Unit

Field Pack
Wiring Harness

Cables
Battery 24V

Charger 24V
Software

Video
Extension Rod

User Manual
Tech Support
Pelican Case

Antenna Case
Sensors

20” Antenna
24” Antenna

Pinpointer
Laptop

2 4 8 16

TOTAL
(Prices in USD)

$6,495 $9,525 $18,640 $28,185

USA Models

12” Antenna
20” Antenna
36” Antenna
12” Antenna
20” Antenna
36” Antenna

12” Antenna
20” Antenna
36” Antenna

24” Antenna
36” Antenna

Double Magnum    2 Sensor

Runabout    4 Sensor

Pinpointer                  

Discovery    8 Sensor

Imager  16 Sensor

$1375

$1650

$2750

$2120

$3135

Standard with
Discovery and Imager

Optional Antennas

Made in the USA

Accurate Locators Inc.
1383 2nd Ave. Gold Hill, Oregon 97525

877-808-6200 • 541-855-1590 
Fax: 775-537-6613

e-mail: accurate@accuratelocators.com

Tech Support & Demonstrations Available
(Demos by Appointment only)

With show rooms in 
Gold Hill, OR

and 
Near Las Vegas, NV · 775-751-6931

www.AccurateLocators.com

The Dominator is available with all this technology and 
equipment including the 3D Geovision for only 

USD $29,995.00

3D GEOVISION

16  Times 
sensitivity 

New 
Compass
T Handle
For more 
Comfort

The Underground Surveyor Apparatus 
and the GeoSurveyor Software were 
designed and  built in the USA

Daylight 
Readable 

Monitor




